HANDICAP PARKING SIGN
) & VAN ACCESSIBLE SIGN 4’ HANDICAP GRAPHIC SYMBOL )
18" DIA OPENING MOUNTED ON BOLLARD PAINTED WHITE (SEE DETAIL) NOTE: SYMBOL TO BE PAINTED IN ALL e
(SEE DETAIL)(TYP) SYMBOL TO BE PAINTED ON BLUE HANDICAPPED SPACES &%
THE IMPLEMENTATION, INSPECTION, AND REPAIR OF THE EROSION CONTROLS IS THE " MOS0 SACRIRRD) T3 L
RESPONSIBILITY OF THE SITE CONTRACTOR DURING CONSTRUCTION. CULTEC CONTACTOR 100 HD TO CHAMBERS A X e ONES (1Y) beg R .
THE INSPECTION AND OPERATION OF THE STORM WATER MANAGEMENT SYSTEM UPON COMPLETION BED / FIELD DETAIL n / -
OF CONSTRUCTION IS THE RESPONSIBILITY OF THE OWNER. CROSS SECTION —h
" " , m I I r_N” -
WOUNT CALVARY LUTHERAN CHURCH i 6’ 0.C.~ i l\ \ F g I i rr & ekt sde
472 MASSACHUSETTS AVE. 3/4"WASHED ATIVE BACKFILL EMERGENCY SPILLWAY | [ S5 o Ok CRETE
ACTON, MA 01720 CRUSHED STONE e | L 3-0" (TvP) - PAINTED W/PRIMER AND YELLOW PAINT
(OR ANY FUTURE OWNER) i | Y -
e, e e 3 N N W Mo M N\ G My
PARTIES RESPONSIBLE FOR LONG TERM OPERATION/MAIN TENANCE: M I Mo ’ 12" MIN. 57" ©
MOUNT CALVARY LUTHERAN CHURCH CULTEC No.ng\\ \ [ | H=20 RATING 51350 FROM ROOF Ty PAVEMENT
FABRI - ) e BRICK AND MORTAR WALL o ¥
(OR ANY FUTURE OWNER) \ | e o 212.96 18" DIA. C.l. HEAVY EHE SR TOW=213.50 =l
” p Suver T s e § |\ -
' CULTEC No. 410 \\_ [6 ‘NVERW 212 46 DUTY RIM AND COVER———— : ® y
SCHEDULE FOR INSPECTION AND MAINTENANCE: FABRIC s TO FINISHED GRADE Ta - /6" pa 3000psi CONCRETE FOOTING
) 36" 12" i ‘\ SRR
DEEP_SUMP_AND HOODED CATCH BASINS i 21350 g ) WL INLET PLASTIC B -
«THE DEEP SUMP FOR THE CATCH BASINS SHALL BE INSPECTED AND CLEANED ANNUALLY. THE » . - ) - Y L USED IN HANDICAPPED SPACES
CATCH BASINS HAVE A FOUR FOOT DEEP SUMP AND THE WATER LEVEL IS MAINTAINED BY THE (E)SUTEIEAT S ASTC : ; |1P3E1 ;EAL De_ye T S Acg _WIDTH | S5° MIN )ILIANS/C;{//DN i SPAcg _WIDTH " ( /
IS PIPE AT FOUR FEET. THE DISCHARGE PIPE IS HIDDEN FROM VIEW BY A HOODED 212.96 . 8'—0" MIN) VAN o
ROOF DRAIN INFILTRATION SYSTEM: O SR gt
— THE DEPTH OF THE SEDIMENT IN A BASIN SHALL NOT EXCEED A DEPTH OF 18 INCHES AS A TS T SO ﬂANQMLSLGN
DETERMINED BY PROBING WITH A STICK. IF THE STICK HITS THE BOTTOM WITHIN 30 CULTEC CONTACTOR 100 HD i ia b f w ANQ_EQLLARQ
INCHES OF THE WATER LEVEL, MORE THAN 18 INCHES OF SEDIMENT HAS ACCUMULATED ) NOT 10
AND MUST BE REMOVED. LICENSED PERSONS SHOULD REMOVE AND DISPOSE OF THE . i e 30d  ——tde3 SCALE NOT TO SCALE NP T S
CONTENTS OF THE SUMP IN ACCORDANCE WITH APPLICABLE REGULATIONS. <t iDBEL 100 R srmggg - il |0l Gl B % T
SEDIMENT FOREBAY: & & & o1 ¥ — 5 e 6" LOAM AND SEED 6” LOAM AND SEED
THE SEDIMENT FOREBAY SHALL BE INSPECTED AFTER EVERY MAJOR STORM EVENT _ea oA
FOR THE FIRST THREE MONTHS AFTER CONSTRUCTION. THE SEDIMENT FOREBAY /*‘,@“\ I/‘*"@\‘\\ 36" . SIDE SECTION VIEW
SHALL BE INSPECTED TWICE YEARLY THEREAFTER. s el 1=1/2" TYPE 1 SURFACE ;
SEDIMENT SHALL BE REMOVED FROM THE SEDIMENT FOREBAY UPON DISCOVERY OF 2 ML 100 E MIDDLEZEND {1 O I SHEA CONCRETE OR APPROVED EQUAL 1A/ B 3
INCHES OF SEDIMENT ACCUMULATION. SMALL RIB LARGE RIB , o facd bacd b a b W; b b ITEM NO. B—9DB  STANDARD
ERODED OR BARREN SPOTS SHALL BE RECOVERED WITH STONE IMMEDIATELY S .
AFTER INSPECTION TO PREVENT EROSION AND ACCUMULATION OF SEDIMENT. A5\ m 6 DIA. INSPECTION PORT _WWM 4 7/ :
SEDIMENT SHALL BE REMOVED FROM THE FOREBAY AS NEEDED, AT LEAST ONCE Bl 8.0’ R T——TE T X e
EVERY 10 YEARS. THIS PROCEDURE SHALL NOT TAKE PLACE UNTIL THE FLOOR 5 75 N.T.S. \ \ Bo——
OF THE FOREBAY IS THOROUGHLY DRY. | Y & GRR Soom . // / O/ CAPE COD BERM CAPE COD BERM
WATER QUALITY SWALE o MASS D.P.W, MATERIAL SPEC. M 1.03. APPLY TACK COAT
«THE SEDIMENT FOREBAY SHOULD BE CLEANED OUT ONCE PER YEAR TO THE DEPTHS . " I | | o o o e | | | [ e[ e[ 2 Lz UNDER BERM
SPECIFIED ON THE SITE PLAN BY STAMSKI AND MCNARY, INC. 4" DIA. o : S ATTATYASYAETACYACYAEYACYAEYACYACYARYAL T . Sl e
o :MASS D.P.W. MATERIAL" 5 o
*SEDIMENT SHALL BE REMOVED FROM THE WATER QUALITY SWALE BY HAND ONCE 6_”_f LSMALL RIB LARGE RIB i P s
5\(/3%/?4)//?;0//\7?4/?3 ot s mihinscolt b e onice i Ja 3 CULTE% CDNTACTDSO 1%0 %HQ;?E]‘;UTSJDRAI%ES TARléBe?'IACRT(/EﬁJT WITH A COLOR STRIPE FORMED INTO THE PART ALONG THE LENGTH OF THE CHAMBER v . s P
4 % 2. ALL CONTACTOR 100HD HEA UN A . AREA UNDER GRAVEL BASE COURSI
*DURING THE FIRST THREE YEARS AFTER CONSTRUCTION, THE WATER QUALITY SWALE TO MASS. D.P.W. 1.03.c. 6 MAX. STONE TO MASS DPW 1080 6 MAX STONE
SHALL BE INSPECTED DURING THE GROWING AND NON—GROWING SEASON TWICE
PER YEAR. DATA GATHERED DURING THESE INSPECTIONS SHOULD BE RECORDED, PAVEMENT & MODIFIED NOTES:
MAPPED AND ASSESSED. PROPOSED INFILTRATION .QAMW 1T3 gvsgm\% F;ﬁx%késréLTMUST BE SWEPT & WASHED CLEAN OF DEBRIS PRIOR
CHAMBERS
: | oT TO 2.) OVERLAY SHALL BE THICKENED AS REQUIRED
gggggggDsgfg/LoLR5750/A;f/Z_EgggDOf;os-H\EUg/‘?//OvaengSgSOﬁ/{vy ookt s—— ggOCE:STEU%I$g)NTACTOR N SCALE T s o ToEeD AE I pRop%,\éEPDLériT\éEWB;gWASSSURE
INV=212.
— THE WATER QUALITY SWALE SHALL BE INSPECTED FOR AREAS OF CONCENTRATED / V=2i2.92 o e
SEDIMENT DEPOSITS. CONCENTRATED SEDIMENT DEPOSITS SHALL BE REMOVED BY / NOT TO SCALE
itk 4" SCH 40 PVC |NV=212.96\ susol i;;onIE [A/:JBE};E(L)CF)WSAND 5
— SIDESLOPES OF THE WATER QUALITY SWALE SHALL BE INSPECTED FOR EROSION. INV=212.96 L= 12" S=LEVEL INV=212.96 ) : s T LINE WITH 6" MINIMUM 5
ALL ERODED AREAS SHALL RECEIVE 6" OF LOAM AND SEED ACCORDING TO THE ’ 4” SCH 40 PVC 4" PERFORATED DIMENSION ANGULAR STONES
SITE PLAN BY STAMSKI AND MCNARY, INC. L= 42, S=.005 (MIN) Sv\}Clegr%c i
— THE WATER QUALITY SWALE OUTLET STRUCTURE SHALL BE INSPECTED FOR ; e e ( , | ) 8%88 }
OBSTRUCTIONS. ALL OBSTRUCTIONS SHALL BE REMOVED UPON INSPECTION. ALL 4 6” LOAM & SEED / 3 78’
SEDIMENT THAT HAS ACCUMULATED IN THE STRUCTURE SHALL BE REMOVED BY 1 L INV=214.61 : OUTLET STRUCTURE WIDE CREST :
HAND. s \\ o I I Z Z \ ' SEE DETAIL ELEV.=212.20 1:5,.ﬂ ‘
& B P 4" SCH 40 PVC Y CONNECTION (TYP.) N ‘ C X T 2N )
P L= 42", S=.005 (MIN) L= 42', S=.005 (MIN) , P 2 s CH Ty Y, * ,
EMERGENCY CONTACTS: —1 & i SECTION A—A EL=211 .00 2 75
IN THE EVENT OF A HAZARDOUS MATERIALS SPILL ON THE SITE THE FOLLOWING PARTIES SHALL S\ 4" SCH 40 PVC s 7 COMBACT TH1
BE-CONTACTED: L= 46’, S=.005 (MIN) 4" SCH 40 PVC os 2" WIDE (REMOVE ALL ORGANIC
FIRE DEPARTMENT: PH: 978-264—9645 o W 5 e P e T S S 1:1 SLOPE PLAN
co | PROPOSED ADDITION s - P — | s
S
THE MOUNT CALVARY LUTHERAN CHURCH 1 ORw 216.76 ! | SEDIMENT FOREBAY ) o i / FL\//V?:EZDO 751;16) N
ECaRES. h BOT EL =208 50 || EXFILTRATION STORAGE o5 ' ' > 1:1 SLOPE
« THE OWNER SHALL MAINTAIN AN INSPECTION LOG OF ALL ELEMENTS OF THE STORM WATER P -y o & Py . =
MANAGEMENT PLAN. THE OWNER SHALL MAINTAIN A MAINTENANCE LOG DOCUMENTING THE Buger ADS S=0.005, L=14
INSPECTION AND MAINTENANCE OF THE DRAINAGE STRUCTURES UNDER HIS CONTROL. A COPY 10 BE REMOVED il 3
OF THE EROSION CONTROL AND STORM WATER MAINTENANCE PLAN AND INSPECTION LOGS b 4" scH 40 Pve A ) y o 5’ g
SHALL BE KEPT ONSITE AT ALL TIMES. 4" SCH 40 PVC 45" BEND (TYP.) 3 12” INV.=207.93 . l ' 6" MIN
L= 18’, S=.005 (MIN) CAP END-208.07 L=28, 5=.005 12” INV.=207.93 DS115 §
oy - ET— / g
_— R )
B WAL WATER OUAL/NTT); SWALE DETAIL FLARED END, SEE DETAIL |
— SIDE ELEVATION
PLAN VIEW FLARED END SECTION DETANL
— SEDIMENT CONTROL FABRIC NOT TO SCALE
RV, ol & ATV ATTACHED TO POSTS WITH STAPLES
. NOTES: ; ’%574;2_7/_7; %%R ggk\glgr W'OOD STAKES 2 STAKES PER BALE 6° LO
BRICKS MAY BE USED FOR GRADE ADJUSTMENT 15” ADS . 15747 CHAMFER ON § 5 W Soams WDTH VARIES (5'-8) SEE PLAN % SekD.
’ " 5’ »
FRAME TO BE SET IN FULL BED OF MOF\)TAR INV.=208 : : ALl EXPOSED EDGES o 6" LOAM AND SEED \ « cy‘”oDNIgRt)‘(TE‘!SILL)JE%LK l
) \& ™27 316" JFT \ r J_ HAYBALES 2% MAX  BROOM FINISH NRVAR ¥
12 - 2. 000 PSI CONCRETE e [ I 5 L4 TGHILY, BUTTED B TR L R T
CAPE COD BERM » i o . 3. REINFORCE ALL WALLS ] e B / i e 722 2
; USE LEBARON LF246 6” FRAME B ST NO. 4 BARE AT s 77 > s =
6 LOAM AND SEED " 8 ‘ # » e ar c S
1" RECESSED LIP 1 12" OCEW : R e (l‘ :‘:ﬂl':i o R
L . o o s . i e s F
I Gishiii o aadeie (TYP. AL SDES) |  ¥1 40" 4. 1-1/2” CLEAR ON L2, e L~ EpEiTo— e
e 8™ 3 ALL REBARS S O L W DIRECTION INSTALL 6X6 WIRE MESH
:M:U_I_—__:~ l fM SG;?'BVELWB%&R%M § NATURAL 5" WIDTH X 5’ SQUARE JOINT SPACING
== s e ——— FULL MORTAR Lo \ g T g v BACKFILL 3" PROCESSED GRAVEL
] ko) CAP 4" PVC IN~_ | INSTALL TWO R—4977—4 BITUMINOUS CONCRETE SIDEWALK DETAIL N S BCRADE EDGE  SECURED oR EQUVALENT
v .. 9 D ST AL | I "
6° TOP SECTION R T oAT CHRE T . - - ‘ e [YPE_ B CAST IRON AREAWAY NOT To SCALE ' - Y T— | T ALL GRAVEL IS TO BE COMPACTED TO 95%
REINFORCED ¥ 2 Q e B V—NOTCH WEIR GRATINGS RECESSED 1" INTO f it i il
GO WIS “w MQRTAR PIAN VIEW 2IRUCIURL NEENAI FOUNDR K s 5 R SRS ' SILTATION BARRIER DETAIL CONCRETE SIDEWALK DETAIL
FOR H-20 LOADING—# ¢ | ALL JOINTS CO. OR APPROVED EQUAL. - e - — NS
” . Ao,
S 40 DWMEIER | & .| PROVIDE NOM“SHRINK [ o :
; - fGROUT AT ALL CONNECTIONS [ 1| 1 ] o SITE PLAN
”» ) . ’ » [ 1 § &
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y | | GRATE INSTALLATION i 11! ) 472 MASSACHUSETTS AVENUE
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¥ | | FINISH GRADE ll { } ll FULLY MACHINED AND INTERCHANGABLE
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4”—6" CRUSHED STONE BASE HIGH QUALITY MATERIALS AND WORKMANSHIP ; ’ .
R-4977-4 TYPE "B" i bl ne 80 HARRIS STREET ACTON, MASSACHUSETTS
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